How to use the Sample Tests
Objective: - The objective of this document is to help the new user to start playing with avalanche boxes with no or little knowledge of the Avalanche Commander. The sole purpose of this document is to guide a new user to run the sample tests with minimal efforts. This document does not provide any information regarding how to create a test from scratch.
Targeted Audience: - This document is meant for new users. It can be used as a training material also. 
Important Note: - These sample tests are meant to run back to back using Avalanche and Reflector.  If there is a layer 3 device in the middle you will need to make some IP addressing changes (Client->Actions & Subnets; Sever->Subnets & Associations) in order to make the tests run successfully.   

Steps for using the sample tests:-
Step 1:- Start the Commander.

Step 2:- If you are running the Commander for the first time, you will see a window as below asking you to upload a license file. Click the Browse tab to upload the license provided to you by the sales person.
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If the message does not pops up, you can add the license for the appliances you wish to use for your test by clicking Administration->Licenses tab as shown.
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Once you click, it will open a new window for you to upload a license. Click on the [image: image3.png]£ sad



 tab to add a license. 
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Click on [image: image6.png]Browse.



 to upload a license file. If you don’t have a license, please contact your Spirent Sales person to provide you one.

Click Ok on both the windows. 

Step 3:- Add the appliances by clicking Administration->Appliances tab as shown
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After clicking, a new window will open to allow you to add the appliances.
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Click on the Add Appliance tab as shown. A new window will pop to let you enter the IP address of the appliance you want to add. Make sure that the appliance is running and connected to the network. Once you enter the IP address of the appliance, enter add.
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You can add as many appliances as you wish by clicking Add Appliance tab. Once you are done click Close tab.

If you want to add SmartBits Chassis, click on Administration->SmartBits Chassis… as shown 
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Once you click it, a new window will pop up. In the new window, click on Chassis->Add.. as shown below.
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Another window will pop up for you to enter the IP Address of the Chassis. Enter the IP Address and click Add.
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Select the cards you want to reserve for the test. You will need at least 2 cards, one for Client side and one for Server side. Right click on the card you want to reserve and click Reserve as shown. 
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Select the next card also. Once you have reserved both the cards, you will see something like this
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Make sure the Card and Port settings are correct. Please note that you will need a unique (un-used) management IP address for each card you are using as the Commander GUI will communicate directly with these IPs.

Also, if you are going to use Copper ports, select all the ports and right click anywhere under the MEDIA tab as shown. Select Copper as your Media type.
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Also if you don’t have Gig ports and you want to use 100Mbps ports, select all ports and right click under SPEED tab as shown and select the Port speed. 
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Once you are done, it should look something like this. Again make sure these are the port setting you want to use. 
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Click Provision->Perform under the menu at the top of the window.  This provisioning process will set the cards and ports with the setting you configured above.

Click Provision->Save so that the Commander GUI will automatically provision the cards/ports with these settings the next time you open the GUI and run a test.

Click Close to finish adding the chassis.

Step 4:- Once you have uploaded the license, import the project with sample files by clicking File->Import From Archive…as shown
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A new window will pop up to allow you to select the project file. 
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Click on the Browse tab and browse to the place where you have stored Sample_tests_All_75.spf file provided to you. 
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Click Ok. A new window will pop up asking you the name of the project you want to use. You can use the default name or change the name if you want. Let’s say you name it as My_Sample_Tests. Click Ok to continue. 

The commander will start importing the project for you.
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Once Commander is done, you will see, on the left hand side, the project with the name you specified. 
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Step 5:- Select the test you wish to run. Let’s say, you wish to run Sample_Http_Test.
[image: image24.png]¥ Avalanche Commander

Fle View Toos Adminitration

Help

Projects
= My sampe_Tests
] Sample_Capen_TcP
(| Sample_CapRep_UDP
] sample DN _Test
] sample_Ftp_Test
] sample_Hitps Test
B
] sample_Pszc_Test
Sample_MMS Test
Sample_POP3_Test
Sample_SP_TCP_Test
Sample_SP_UDP._Test
Sample_SMTP._Test
| Sample_Strearing_Te:
] sample_Telnet_Test
] sample_Telnet_Tes 1
] sample_voD_Test

Clert | Server | Cartert Fies | Notes | Fun | Resuts
Loads | actians | Profies | Network | Subnets | e | pproE | ports | associations

SelectaloadtoEdt  [Load 0 v

&l)(@]la]l8])

Genersl

SpecifcationSimUsers

Total Duration Ohrs. 4 min. 40 sec. Oms,

Default Tine Scale Seconds

Phase Etor Time Scales __Set All To Defautt

Random Seed []

Loadl Constrairts

Phase Edfor

Label Delay

PatternFlat

Tie Scale  Defaut

Height

Remp Tine:

Steady Tine

Dustion 10

Desired Loadt n Sinlsers:
B

b (rae ) Cromove

140
Seconds





Now all you need to do is to make sure that the test is using your appliances and right ports. Click on Client->Ports tab.
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Click on each tab under Port as shown to choose the right ports.
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So suppose you have two appliances, one Avalanche as 192.168.42.2 and One Reflector as 192.168.42.3. Choose 192.168.42.2:0 for the first row. You can add more ports if you want more performance. Now you have configured the Avalanche to be used as a Client emulator. 
Now let’s configured the Reflector as a server. Click on Server->Ports as shown. 
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Select a port 192.168.42.3:0 as Server port. 
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We have configured Avalanche and Reflector for the test. Now you are all set to run a test. Click [image: image29.png]


 on the top left side to run the test. Follow step 5 to run which ever test you wish to run in the project. 
